
4.) HYDRANT IS TO BE BETWEEN 50' TO 150'
FROM STRUCTURE VIA-ROADWAY ACCESS.

20 feet

REQUIRED FIRE FLOW
WATER STORAGE

DOMESTIC WATER STORAGE
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CONTROL VALVE

WATER STORAGE TANK

4 INCH PIPE

REQUIRED LOW WATER-LEVEL ALARMREQUIRED LOW WATER-LEVEL ALARM

ALL-WEATHER ACCESS ROADWAYALL-WEATHER ACCESS ROADWAY

NOTE: PIPING MUST BE METAL OR PLASTIC 
MINIMUM SCHEDULE 40. EXPOSED PIPING 
MUST BE METAL.  THRUST BLOCKS REQUIRED
FOR SLIP JOINT FITTINGS.

NOTE: PIPING MUST BE METAL OR PLASTIC 
MINIMUM SCHEDULE 40.  EXPOSED PIPING 
MUST BE METAL.  THRUST BLOCKS REQUIRED
FOR SLIP JOINT FITTINGS.

PIPING SHALL BE BURIED AT LEAST 30" BELOW
GRADE IN ALL PLACES EXCEPT WHERE AUTO
TRAFFIC TRANSVERSES WHERE 36" SHALL BE

THE MINIMUM.

PIPE SIZE FROM "T" TO THE STRUCTURE IS DETERMINED BY
REQUIRED SPRINKLER FLOW AND DOMESTIC FLOW.

1.) HYDRANT OUTLET IS TO BE INSTALLED
14" TO 24" ABOVE GRADE CENTERED IN A

LEVEL 3' BY 3' FOOT SQUARE (1' THICK) 
CONCRETE PAD.

2.) HYDRANT OUTLET IS TO BE 21/2"
NATIONAL STANDARD THREAD.

3.) HYDRANT SHALL NOT BE MORE THAN 5 FEET
FROM EDGE OF ROADWAY OR DRIVEWAY

ON THE APPROACH SIDE.

4" PIPE

Indicating Valve

DISCHARGE OUTLET
MINIMUM 6 INCHES FROM BOTTOM OF TANK

DISCHARGE OUTLET
MINIMUM 6 INCHES FROM BOTTOM OF TANK
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